Magnetic Lifter CAM TYPE

FEATURES

* Normal operation is not influenced on power off or system breakdown,
as there is permanent magnet.
Cam mechanism, easy operation.

¢ Ground surface of work-piece may be attracted to be

e scrap occasionally, please be carefully.

*LOADING
Take the magnetic table on the
work-piece, and move it at the
vertical position.
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* UNLOADING

Move th level at the horizontal
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position, the work-piece will be
separated.

VGP-100 1000kg 204

298 366 65 125 50 135 25kg 2018-040

VGP-200 2000kg 330

380 130 35kg 2018-041

b_Magnetic Lifter Handle Type

FEATURES

1.Work is held and released very smoothly.

2.Most suitable to move materails or semi-finished products such as
black steel plate, flat iron and other materials etc.

HOLDING POWER
It depends on the attractive face, quality and thickness of material
and clearance between the material and magent.

MAXIMUM HOLDING POWER
Workpiece must be thick enough and the surface must be free of
dust. magnetic attraction is best and with low carbon-soft steels.

VML-120

GRINDING MACHINE ACCESSORIES

VML-100-S

Unit:mm
VML-60 60kgf 60 | 50 55 | 1.3kg| 2018-050
VML-100-S 100kgf 95 | 68 60 |2.7kg| 2018-051
VML-120 120kgf 140 | 140 | 50 | 6kg | 2018-052




