A N 3D - TASTER

Standard-Stylus

STYLUS

Change stylus in seconds

20mm h5

With Standard Stylus

ORDER NO.

V-3D

3D-Taster

ACCURACY

CODE NO.
3219-001

AZ

XA

No screws or special tools required
Easy precision plug-in mechanism

WEIGHT CODE NO.

ORDER NO. TYPE
V-3D-05 |24x33 standard stylus

10g

3219-005

V-3D-06 |28x75 long stylus

159

3219-006

\/

Find your exact zero points in all three axes in seconds

with the new distance measuring scale (graduated and analogue).
1.Black scale for radial deflection.

2.Red scale for axial deflection

3.Precise and effortless calipering of fixtures and workpiece edges.

4.Setting of NC-programme zero points in seconds.

5.Measuring of clamped workpieces.
6.Generous overrun allowances prevent damage to Taster stylus.
7.Easy and precise change of stylus.

Integrated Type Keyless Drill Chucks

Clamping Capacity

ORDER NO. . Tapper CODE NO.
mm / inch
INT-8-BT30 0.5-8 1/64"-1/8" BT30 @35 0.7 3301-070
INT-13-BT30 0.5-13  1/64"-1/2" @51.5 1.35 3301-071
INT-8-BT40 0.5-8 1/64"-1/8" BT40 @51.5 1 3301-072
INT-8-CAT30 0.5-8 1/64"-1/8" @35 0.8 3301-073
CAT30
INT-13-CAT30 | 0.5-13 1/64"-1/2" @51.5 1 3301-074
INT-8-CAT40 0.5-8 1/64"-1/8" @35 1.32 3301-075
INT-13-CAT40 | 0.5-13 1/64"-1/2" CAT40 @51.5 2.1 3301-076
INT-16-CAT40 3-16  1/8"-5/8" @58 2.26 3301-077
13- 0.5-13  1/64"-1/2" ) . -
INT-13-CAT50 CATS0 @51.5 3.95 3301-078
INT-16-CAT50 3-16  1/8"-5/8" @58 42 3301-079
INT-8-NT30 0.5-8 1/64"-1/8 NT30 @51.5 0.65 3301-080
INT-8-NT40 0.5-8 1/64"-1/8" NT40 @51.5 0.92 3301-081

TOOLING SYSTEM



